
28

WATERSPORTS

Ski rope “Water Action”

Ski rope “Professional”Code......................            92889
Length ...................             23m
Diameter ...............       8mm (5/16”)
Strength.................            454kg
Strands..................               16
Handle’s Length....          28cm (11”)     
Handle’s Material.. Aluminium with rubber     
Handle’s Colour....              Black
*Handle is not detachable

Code.....................            92888
Length .................               23m
Diameter...............          10mm (3/8”)
Strength................              726kg
Strands..................               16
Handle’s Length....          30cm (12”)     
Handle’s Material.. Aluminium with rubber     
Handle’s Colour....              Black
*Handle is not detachable

Tow Harness w/ float
Code..................   98744
Length ..............     2,5m
Diameter ..........8mm (5/16”)
Strength............    454kg
Strands............        8

Tow Harness w/ float & pulleyl
Code....................98745
Length ................. 2,5m
Diameter ......... 8mm (5/16”)
Rope Strength......454kg
Strands.................    8

Tow Rope
Code...............    92893
Length ............    18,3m
Diameter ........13mm (1/2”)
Strength..........    1100kg
Strands............      16

Combine our water sports accessories “Sea Sports” with the 
neoprene wetsuits “Pro Race” (page 16-17), the gloves (page 
19), the boots (page 20) and the buoyancy aid (page 34-38) 
for maximum comfort and safety.    
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BUOYANCY AIDS / LIFE JACKETS
What is a buoyancy aid?
A buoyancy aid is a garment or device with an inherently buoyant material, that helps the user to remain afloat when in the water.
 
What is a lifejacket?
A lifejacket is a garment or a device that, when used in the water, will provide a specific amount of buoyancy so as to position and maintain an incapacitated user with his airways clear of the water, and increase 
the likelihood of his rescue.

What is the difference between a buoyancy aid and a lifejacket?
There is much confusion on what is the difference between a buoyancy aid and a lifejacket. What you should keep in mind are the following: Buoyancy aids are intended to help you stay on the surface. On 
its own and without your contribution, it will not help you under all circumstances. Lifejackets, if properly worn and in good condition, keep your airways clear of water, even if you are unconscious. Lifejackets 
can provide either 100 or 150 Newtons of buoyancy. Your choice should be based on what kind of seas you intend to travel. 

What is buoyancy?
The lifejackets buoyancy is the force that pushes a person to the surface of the sea and is measured in Newton. 10 Newton correspond to buoyancy of 1kg. A person of 100kg weighs 5kg in the water. This 
is explained as follows: the 80% of a person’s weight is water (80kg), which has no weight in the sea, and about 15% is fat (15kg), which is lighter than water. Consequently, by subtracting the weight of the 
body’s water and fat from the total body weight, we end up with the real weight in the water. 

Categories
Buoyancy aids and lifejackets are divided in the following categories according to the buoyancy they offer:
- Buoyancy Aids 50 Newton: Buoyancy Aids are intended for use in protected waters, where the shore or any kind of help are close. These products are available in a wide variety of colours and designs ac-
cording to demands of each sport. However the basic design is that of a jacket and they have inherently buoyant material. 
- Lifejacket 100 Newton: The lifejackets included in this category are also in the form of jackets or belts, with inherent buoyant material. These are mainly used in less protected waters, but not in the open 
sea. 
- Lifejacket 150 Newton: These lifejackets are intended for use offshore or when you are wearing heavy clothing due to weather conditions. They are available in the form of jacket or belt, and they have retro 
reflective tapes, whistle, and light (optional). For buoyancy, these lifejackets have foam (PVC) or gas (CO2). 
- Lifejacket SOLAS: SOLAS lifejackets are obligatory in commercial ships and they are intended for emergency use, and under all weather conditions. These lifejackets are in the form of belt with a strap around 
the waist for secure fit. SOLAS lifejackets are equipped with retro reflective tapes, whistle, and light (optional). 

Materials
Buoyancy aids and lifejackets have a durable Nylon outer shell. The buoyant material can be either PVC or soft PVC. Both materials are durable and behave the same way in the water. The only difference 
between the two is the fact that soft PVC is more comfortable and has a better fit on the body. There are also lifejackets, whose buoyancy material is CO2 gas. 

4 things you should always keep in mind
A buoyancy aid, or a lifejacket will be effective only if:
1. You have chosen the right category and model according to its intended use 
2. You have chosen the right size according to the weight and the size of the wearer
3. You wear it properly
4. You wear it at all times while at sea
Lalizas strongly suggests that you test any new lifejacket or buoyancy aid in shallow water first. In this way you can be certain that the outcome is the desired one. It is imperative that you wear a buoyancy aid 
or a lifejacket while on board a vessel or during any watersports’ activity, as at time of need they will prove to be priceless.

The Regulations
Buoyancy aids and lifejackets fall also within the scope of the Personal Protective Equipment Directive of the EU 89/686/EOK. According to this regulation, such products follow specific procedures for their 
approval and must bear the CE mark. Lalizas lifejackets and buoyancy aids are approved to the EN393, EN395 and EN396 standards, depending on their category. These standards refer to the minimum 
buoyancy that a lifejacket or a buoyancy aid should have based on the size of the user. Specifically for an adult of 70 kg, a buoyancy aid should give at least 50 Newton buoyancy, while the lifejackets of 100 
and 150 Newton should give the respective buoyancy. Moreover the lifejackets should be made in such a way so as to turn an unconscious person in an upright position and keep his airways clear of water. 
Any lifejacket or buoyancy aid without the authentic CE certification that is manufactured, distributed in vending points or sold, is illegal in the European Union.

GAS INFLATION LIFEJACKETS
What is a Gas Inflation Lifejacket?
A gas inflation lifejacket is a Personal Flotation Device, whose buoyancy is produced by inflating it with a gas, which is provided in a compressed gas cylinder. Inflation is also possible by mouth. This type of 
lifejackets is used in their inflated form only at the time of need and not before. 

Versions of Gas Inflation Lifejackets 
There are different versions of Gas Inflation Lifejackets. Specifically these lifejackets can have:
- Manual or automatic inflation system. The manual inflation device is activated only by pulling the cord downwards, while the automatic inflation device can be activated either automatically when it comes in 
contact with the water, or manually. In all cases the lifejackets also have an oral tube as a back up or top up. LALIZAS Gas Inflation Lifejackets for adults are available with either system, while those for children 
have automatic inflation system as obligatory, for extra safety. 
- Integral safety harness or not. Some models offer the extra safety of an integral harness, where the lifeline is attached to avoid any injury caused by fall (from the boat). LALIZAS Gas Inflation Lifejackets for 
adults are available with or without integral harness, while those for children have integral harness as obligatory, for extra safety. 

General Characteristics
A Gas Inflation Lifejacket has one or two inflation chambers, manual or automatic inflation system, a CO2 gas cylinder, an oral tube and the necessary harnesses or straps. For extra security, the inflation 
chambers are made of durable nylon fabric with PU coating, the single or twin seams are welded, while the straps or harnesses ensure an optimum fit on the body. 
Gas Inflation Lifejackets are designed and constructed to offer the maximum safety and comfort and thus they are the best choice for sailing offshore and under all weather conditions.

SAFETY
Inflatable life jackets  page 31-34

Buoyancy Aids  page 36-40
Adult and Junior Lifejackets page 41-42
SOLAS page 43-46

Safety Harnesses and lines page 35
Horseshoes & MOB Rescue Systems page 47-50
Liferafts and life saving Apparatus page 51-53
Fire Extinguisher page 54
Pyrotechnics page 54
Signaling devices and First Aid page 55
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SAFETY HARNESSES AND LINES
What are the safety harnesses and lines?
A Safety Harness is a combination of webbing straps and one D-ring which is worn around the body. A Safety Line is a webbing strap where one end is attached to the D-ring of the harness, while the other end 
is attached to a secure point on the vessel, usually a jack line. These two products are always used together to ensure that you remain attached to the boat at all times, even if you fall overboard. 

What is a jackline? 
A jackline or jack stay is a strap that runs along the deck on each side of the boat. The safety lines are attached there to allow freedom of movement on deck. 

Versions of Safety Harnesses and Lines
Safety Harness
‘Life-link’ Safety Harness:This type of harness covers the upper body and when combined with the ‘Life-link’ Line it protects you from falling overboard.

Safety Line
Safety lines, which can be used in combination with the above harnesses, are available in various versions according to the design, the length and the number of hooks.
‘Life-link’ Safety Lines 
Especially designed to suit everyone’s needs and experience on board, LALIZAS ‘Life-link’ Safety lines are available in four configurations: single, double, double elastic and triple hook. Thus according to their 
configurations Safety lines can be positioned in several places at the same time. 

General Characteristics
For additional security, all LALIZAS life link safety hooks have a double action design to prevent accidental opening whilst offering easy single-handed operation. 
Safety Harnesses and Lines should always be used while at work, as they can prevent serious injuries caused from a fall.

LIFERAFTS
What is a liferaft?
A liferaft is a gas inflation life saving appliance used in cases of emergency evacuation from the boat in the sea. 

Categories
Generally liferafts are divided into two categories, SOLAS, which are used in commercial shipping and to those that are used in recreational boats. The latter are also divided into two subcategories depending 
on the intended use:
IN-SHORE: The liferafts of this category are intended for use in inland waters. Lalizas in-shore liferaft is CRUISER 
OFFSHORE: In this category the liferafts are intended for use away from shore or for racing purposes 

Characteristics
A liferaft has two independent buoyancy chambers, floor, canopy, compressed CO2 gas cylinder, water and the standard emergency equipment. Each buoyancy chamber on its own is able to give the necessary 
buoyancy and support the weight stated. All liferafts are vacuum packed and come either in a valise or an all weather  rigid canister.

Materials
Liferafts are constructed from durable PVC. The buoyancy chambers are inflated with CO2, which is provided by a gas cylinder found underneath the liferaft. 

Guarantee
All Lalizas liferafts have a twelve (12) year guarantee, as long as the predetermined service takes place in a Lalizas authorized liferaft station. 

Keep always in mind: 
Liferafts are effective as long as:
1. Your liferaft is regularly serviced at an authorized LALIZAS service station
2. No additional weight or people, is placed on the liferaft apart from the one stated. therefore, make sure that you have enough liferafts on board to cover the total number of passengers.
3. It is not used as a seat or support for anything heavy
4. The liferaft is positioned properly and easily accessible 
5. You follow the instruction, manual in case of emergency

Liferafts are necessary on board, since in case of emergency will be proved priceless. Passengers  and crew should be familiar with the liferaft and its equipment.  
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INFLATABLE LIFEJACKETS

The Regulations
Gas Inflation Lifejackets are divided in the categories of 150 and 275 Newton, 

depending on the buoyancy they offer. LALIZAS gas inflation lifejackets are ap-
proved to the EN 396 standard of the 150 Newton category. The EN 396 standard 

sets the minimum buoyancy that a lifejacket should have according the size of the user. 
Specifically a gas lifejacket designed for an adult of approximately 70 kg should offer at 

least 150Newtons buoyancy. LALIZAS products have been tested for their behaviour in the water, 
their endurance and for many more parameters, as it is required by the regulations. Especially 
for the inflation device, mainly the automatic, the tests which are required by the regulations are 
quite a few, so as to ensure the proper function of the device when the need arises. Gas Infla-
tion Lifejackets with 150 Newton buoyancy are designed and tested so that, in case you lose 
consciousness and are face down in the water, to turn you face up within 10 seconds and to keep 
the airways 8cm above the surface of the water. This type of product must have the CE certifica-
tion, as it is included in the Personal Protective Equipment (PPE) Directive (89/686/EC) of the 
European Union. According to this Directive, it is forbidden to manufacture, distribute to vending 
points, and sell products that do not have the CE certification and that have not passed all the 
required procedures for their approval. In most cases, the products available in the market meet 
the required specifications. Nevertheless there is the possibility that unsuitable or not certified 
products are also available. This, it is imperative that the end user is always informed and pays 
attention to the products available in each store.

Instructions of Use
Donning: Gas inflation Lifejackets are worn in the same way as conventional lifejackets. They 
fasten at the front with a durable, inox buckle. The models with a safety harness can be combined 
with a safety line. 
Function: Depending on the type of mechanism available in each lifejacket, there are three ways 
to operate it.

- Automatic Inflation: The automatic device contains a special paper, which dissolves when it 
comes in contact with water, and releases a compressed spring. After a series of mechanical 
actions, the CO2 gas cylinder is pierced and the lifejacket is inflated.

The automatic inflation device also offers possibilities for manual activation, which is operated as 
described below.

- Manual Inflation: The manual device is operated by pulling the cord downwards. The CO2 gas 
cylinder is pierced and the lifejacket is inflated. 
- Oral tube: All gas inflation lifejackets have also an oral tube as a back up or just to top up the life-
jacket. In case the manual or automatic device does not operate (e.g. the cylinder has already been 
used and not replaced) then you can inflate the lifejacket by blowing into the oral tube. Although it 
may seem difficult, relevant tests have shown that this can be done in just one minute. 

Service / Replacement
Service: LALIZAS recommends that once a year your gas inflation lifejackets are inspected at the 
LALIZAS Service station. As with all LALIZAS products, gas inflation lifejackets are constructed to 
endure harsh conditions. Nevertheless should one of the following take place for any reason, e.g. 
improper use, you should contact the Lalizas Service Station as soon as possible: 
- Signs of corrosion on the CO2 gas cylinder 
- The device and/or the oral tube appear to have cracks 
- Tears in the fabric or the seams 
- Colour change
- The spare parts’ expiry date has passed

Replacement: After having made use of the gas inflation lifejackets you can purchase the spare 
parts for the devices from shops with LALIZAS products. When all green indicators are present in 
the manual or automatic system of the lifejacket (fig.1 pg. 31, fig.3 pg. 32, fig.5 pg. 33) there is no 
need to replace any of the parts. In all other cases where there is a red indicator, as shown in fig.2 
pg. 31, fig.4 pg. 32, fig.6 pg. 33, you must replace the relevant parts.
If you follow properly the instructions of use and have your lifejacket inspected once a year by 
a LALIZAS Service station, you ensure its longevity and proper operation at time of an emergency.  
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SOLAS Inflatable Lifejacket
Lalizas SOLAS inflatable lifejackets of 150N comply with the latest SOLAS specifications for ulti-
mate safety while on board. They feature twin chambers for double security, one with automatic and 
the other with manual mechanism, whereas both chambers are fitted with easily accessible inflation 
tubes for oral inflation. SOLAS lifejackets are also equipped with retro reflective tapes, whistle, while 
an approved light can be added. They are user-friendly lifejackets and they provide the maximum 
safety thanks to their fast inflation even at very low temperatures. Their lightweight design makes 
them ideal for use on passenger boats, commercial vessels, yachts, fishing vessels and in all ships 
where storage space is limited. Lalizas SOLAS inflatable lifejackets are available in one adult size, 
suitable for people of over 32kg weight and in red colour.

Code.......70431

Manual System UML

Manual System UML

Automatic System UML

Automatic System UML

With green 
“Ready for action” tag

Green

Green

Without green 
“Ready for action” tag

Green

GreenRed

Red Red

Red

Figure 1

Figure 2

Code.......70280

Lifejacket Flashing Light “Safelite” 
Water Activated - L.S.A.Code
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INFLATABLE LIFEJACKETS

Omega CE 150N Life Jackets
Omega gas inflation lifejackets slim fit light weight design, and rugged construction are combined 
to form the ultimate in lifejacket technology today. Designed for the rigours of extended offshore 
sailing, but equally at home for day sailing on the river, the Omega is available in five variants.

Child’s Auto Gas Inflation Lifejacket Omega 150N with Harness
Especially designed for children-automatic inflator, integral harness, light in weight, non-restrictive 
to the wearer when deflated, maximum comfort and safety.

       Code
       Code

20091
20101

20092
20102

20093
20103

20094
20104

20095
20105

Adult

Child’s

Automatic Gas

Manual Gas

With Harness

Omega Lifejackets features the below:
* CE EN396 approval
* CE prEN1095 approval on all integral harnesses 
* Twin welded air bladder seam for double security
* Ultra reliable firing mechanism
* Compatible with all major suppliers CO2 bottles     
* Commercial heavy duty weight protective outer cover.
* Easy re-packing 
* Economical re-arming kits
* 194 Newtons of buoyancy when fully inflated
* Auto heads designed not to fire in heavy weather
* Maintain the correct flotation position in the water (face-up)
* Fully adjustable sizes
* Heavy-Duty, Stainless D-Rings for attachment of a safety line

For maximum safety while on board, LALIZAS gas inflation 
lifejackets can be perfectly combined with LALIZAS Lifelink’ safety lines.
For more information on the ‘Lifelink’ Safety lines turn to page 35

Twin welded air 
bladder seam for 
double security

Retro reflective
tape SOLAS 
(LSA Code)
3M 3150A

Auto heads 
designed not 

to fire in heavy 
weather

Oral-tube

Heavy-Duty, 
Stainless D-Rings 
for attachment of
a safety line

- CE EN396 approval on 
all jackets.
- CE prEN1095 approval 
  on all integral har-
nesses.

Manual System UML Automatic System UML

With green 
“Ready for action” tag

Green

Green

Manual System UML Automatic System UML

Without green 
“Ready for action” tag

Green

GreenRed

Red Red

Red

Figure 3

Figure 4

FITTING INSTRUCTIONS FOR  20210

Double Safety

Harness & Lifejacket crotch strap
The crotch strap can be used with all LALIZAS 
lifejackets /  buoyancy aids and harnesses.

Code.......20210 

Code.......70280

Lifejacket Flashing Light “Safelite” 
Water Activated - L.S.A.Code
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Alpha CE 150N Lifejackets
The Alpha gas inflation lifejacket has been designed to offer affordable safety for all. Its compact design, low 
weight, high quality construction are directly attributable to our class leading ‘Omega’ jacket. The Alpha offers a 
more rationalised design for the coastal and inshore yachtsmen whilst still retaining high-grade retro reflective 
tape, buddy strap and optional integral harness. The Alpha jacket is equiped with the LALIZAS brand automatic 
inflator. With its reliable paper element and type approved in the UK this development of manufacturing all the 
lifejacket components ‘in house’, allows us total quality control. Available in red & blue in manual and automatic 
inflation versions with or without integral harness.

Alpha and Sigma Lifejackets features the below:
* CE EN396 approval
* CE prEN1095 approval on all integral harnesses (Alpha) 
* Twin welded air bladder seam for double security (Alpha)
* Ultra reliable firing mechanism
* Compatible with all major suppliers CO2 bottles     
* Commercial heavy duty weight protective outer shell
* Easy re-packing 
* Economical re-arming kits
* 150 Newtons of buoyancy when fully inflated
* Auto heads designed not to fire in heavy weather
* Maintain the correct flotation position in the water (face-up)
* Fully adjustable sizes
* Heavy-Duty, Stainless D-Rings for attachment of a safety line

- CE EN396 approval on all jackets
- CE prEN1095 approval  on all integral harnesses

Sigma CE 150N Lifejackets
The Sigma lifejacket is an economic lifejacket available in auto and manual version. The ultra light-
weight design makes Sigma comfortable to wear and its webbing system makes it a user-friendly 
lifejacket. This cost effective lifejacket is available, in red with or without a lifeline securing ‘D’ ring, 
in auto and manual versions.

Manual System Lalizas Automatic System Lalizas

With green“Ready for 
action” tag With green 

“Ready forac-
tion” tag

Green Indicator
“Ready for action”

Without green 
“Ready for action” tag With green 

“Ready for 
action” tag

Red Indicator
“NOT Ready for action”

Without  green 
“Ready for  
action” tag

Green Indicator 
“Ready for action”

Without green 
“Ready for  
action” tag

Red Indicator
“NOT Ready for action”

     Code
     Code

20121
20131

20122
20132

20123
20133

20124
20134

20125
20135

Adult

Child’s

Auto gas

Manual gas

With Harness

Code    20141 20142 20143 20144

Adult

Auto gas

Manual gas

With “D” ring

Manual System Lalizas Automatic System Lalizas

Figure 5 Figure 6

Harness & Lifejacket crotch strap
The crotch strap can be used with all LA-
LIZAS lifejackets /  buoyancy aids and har-
nesses.

Code.......20210 



34

ACCESSORIES FOR INFLATABLE LIFEJACKETS
SA

FE
TY

Manual re-arm 
kit (Adult’s Lifejacket, 

33 grCO2.)

Auto re-arm 
kit (Adult’s Lifejacket, 

33 gr CO2.)

Auto re-arm 
kit (Child Lifejacket, 

20 gr CO2.)

Auto re-arm kit 
for JS 1 (Adult’s 

Lifejacket, 33 gr CO2.)

Auto re-arm kit for JS 1 
(Child Lifejacket, 

20 gr CO2.)

CO2 Gas 
Cylinder, 33gr.

CO2 Gas 
Cylinder, 20gr.

Code......20160 Code...........20170* Code...........20180* Code...........20190** Code.........20200**
Code....00348 Code....00349

FITTING INSTRUCTIONS FOR  20210

Double Safety Harness & Lifejacket crotch 
strap
The crotch strap can be used with all LA-
LIZAS lifejackets /  buoyancy aids and 
harnesses.

Code.......20210 

Manual inflator Auto inflator 
JS 1

Oral - Tube Manifold & nut

Code...20220 Code...20260 Code...20240 Code.....20250 

20091
20101
20092
20102
20093
20103
20094
20104
20095
20105
20121
20131
20122
20132
20123
20133
20124
20134
20125
20135
20141
20142
20143
20144
70431

Technical Characteristics for Gas Inflation Omega / Alpha / Sigma / SOLAS Lifejackets

Code

Buoy-
ancy
 194N

Buoy-
ancy
 150N

Approval Automatic 
System

Manual
System

Child 
Life-

jacket

CO2 Gas 
Cylinder

20gr    33gr

Twin 
welded air 

bladder seam

Twin 
Cham-
bers

Retro 
reflective 

tape Oral-tube
Stainless 

buckle
Safety 

harness Whistle

Heavy-Duty, 
Stainless 
D-Ring

Colour 
Blue    RedCE

*Re-Arm kits 
for UML 
device

**Re-Arm 
kits for 
Lalizas Js1 
device

Service Inflatable Lifejackets
LALIZAS recommends that once a year your gas inflation lifejackets are inspected at the LALIZAS Service station. As with all LALIZAS products, gas inflation lifejackets are constructed to endure harsh condi-
tions. Nevertheless should one of the following take place for any reason, e.g. improper use, you should contact the Lalizas Service Station as soon as possible: 
- Signs of corrosion on the CO2 gas cylinder 
- The device and/or the oral tube appear to have cracks 
- Tears in the fabric or the seams 
- Colour change 
- The spare parts’ expiry date has passed
If you follow properly the instructions of use and have your lifejacket inspected once a year by a LALIZAS Service station, you ensure its longevity and proper operation at time of an emergency.  
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How you wear Gas 
Inflation Lifejacket:

The Regulations
LALIZAS Safety Harnesses and Lines are approved according to the EN 358, EN 361 and prEN 1095 European standards. As required by these standards all harnesses and lines have been 

put under dynamic and static strength tests, in order to establish their effectiveness in case of fall. These products are considered as means of personal safety according to the Directive 89/686 
of the EU, and therefore it is necessary to show the CE certification. Any product that does not carry the authentic approval CE is illegal and does not ensure your safety. Lalizas recommends that 

you buy only certified products even if it is not required by national laws. 
Instructions of Use
Donning: The safety harness is worn in such a way so as to fit comfortably but not loosely around the body. Depending on the type of harness the straps are worn around the shoulders or also around the legs 
as with the full harness. The safety lines are used by placing the hook on a secure point on the vessel, while the hook or hitch on the other end is placed on the D-ring of the Safety harness. When securing a 
child it is obligatory that you use the hitch on the D-ring and not the hook.
Function: The combination of safety harness and line can prevent any injury caused from fall. Even if you fall overboard the harness and line will keep you attached to the vessel, hence increasing your 
chances of being found and rescued. 
Maintenance / Replacement
Maintenance: Safety harnesses and lines must be used and stored properly in order to ensure proper operation at the time of an emergency. Such products should be kept away from direct sunlight and 
high temperatures. Any contact with flame, sharp surfaces, oil, grease or sand may compromise the integrity and proper operation of the product. After each use safety harnesses and lines must be washed 
in clear water with temperature below 30oC.
Replacement: Safety harnesses and lines must be replaced after a fall, even if no signs of damage are visible. Immediate replacement of the harnesses and lines is also necessary when they show signs 
of wear or damage such as loose or torn seams and clips.
Safety Harnesses and Lines are especially designed to prevent very serious accidents and for this reason it is imperative that you wear certified and in good condition products. 

Life-Link Safety Harnesses
The Life-link safety harness is available in both adult and child sizes. Approved to pr EN 1095 its features include a 
heavy duty stainless steel interlocking buckle and ‘D’ ring, fully adjustable waist band, retro reflective patch and toggle 
fastening to fit most full weather gear.

                 Adult         Child     
Code.......20370        20380  

- Adult Harness fits waists 80cm to 140cm
- Child Harness fits waists 40cm to 80cm

1. For best performance and maximum safety combine the Life-Link Safety harnesses with the Life-Link safety lines.
2. LALIZAS Life-Link safety lines and harnesses make a perfect combination with the Offshore Sailing jacket and 
trousers HTX 15000.
For more information on the Offshore Jacket and trousers, turn to page 8

Life Link Safety Lines
The Life-link Safety Lines are 
available in single, double, 
double elasticated, and triple 
hook configurations, and are 
all approved to EN 1095. Their 
double action hook design 
prevents accidental open-
ing whilst still offering superb 
single handed operation. The 
hook is also fully approved to 
EN 362.

Single Safety Line 
Life-Link

Double Safety Line 
Life-Link

Triple Safety Line 
Life-Link

DoubleElastic Safety Line 
Life-Link 120 to 177 cm
The elastic line contained in the 
20420 is constructed to break 
when too much weight is lifted, 
thus indicating that the line must 
be replaced.

Safety Line Hook Life LinkCode...............20400 
Length ...........150 cm  

Code................20410 
Length.............185 cm  

Code..............20430 
Length...........200 cm

Code...............20420 
Min.  Length...120cm
Max.  Length...177cm  

Code....20390 

“Life  link” Jacklines
These Jacklines, otherwise called jack stays, will provide you safety while on board 
without hindering your freedom of movement to a great extent. Constructed from 
25mm durable, UV-resistant Polyester strap, the ‘Life-link’ Jacklines feature two loops 
to attach it to the boat. Available in yellow colour and five sizes from 6m, to 10m.  

Code..............20702     20703     20704     20705      20706
Length m............6            7             8              9             10
Width mm.........25           25           25            25            25
Colour............Yellow     Yellow     Yellow     Yellow      Yellow
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SAFETY HARNESSES & LINES

ACCESSORIES FOR INFLATABLE LIFEJACKETS

How to manually 
activate an inflatable 

lifejacket:
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Use
Buoyancy aids are intended for swimmers and when the shore or any help are close.

For this reason they are mostly used for water sports with varying demands. In order to meet the 
demands of each sport, a wide variety of designs has been developed. Specifically, Lalizas offers 

buoyancy aids for sailing, canoeing, kayak, dinghy sailing and water skiing. Such a variety could make 
your decision more difficult than easier. However you should always keep in mind that each model of 

buoyancy aid is designed to offer safety, fit and ease of movement, depending on the conditions of each sport. 
Therefore Lalizas suggests that first you decide what sport you want to practice and then choose the appropriate 
buoyancy aid. 

Instructions of Use
Buoyancy aids are available in the form of a jacket. The type of closure depends on the demands of the each sport 
so as to have a better fit on you. You wear the buoyancy aid over your shoulders and zip or fasten the straps. The 
‘RACE’ buoyancy aid is worn headfirst and then you zip it and adjust the straps, so as to have a comfortable fit 
but not too tight. 

Maintenance / Replacement
Lalizas products are manufactured following the highest construction standards, so that you may enjoy the best 
combination of quality, durability and safety. Nevertheless, if you do not use properly your buoyancy aid and one 
of the following happens you must replace it with a new as soon as possible. 
- The seams on the shoulders, on the side or the straps are worn out
- The straps have tears
- The clips are broken 
- The outer shell of the buoyancy aid is torn or has cuts 
- The elastic parts are worn out and it does not have a comfortable fit (too loose)
In order to avoid all of the above, you should keep your buoyancy aid away from extreme temperatures, flame and 
any sharp surfaces. Also after each use, you should wash it with clear lukewarm water. Always keep in mind that 
you should maintain your buoyancy aid in good condition and always wear it while at sea, as it will be proved to 
be valuable to you, when  you need it.

Ski Plus Buoyancy aid CE 50N
The Ski Plus buoyancy aid retains all the features of our successful Ski range 
of high performance buoyancy aids and takes the design further with four strap 
fixing and super soft PVC internal buoyancy. Available in high visibility yellow 
and black.

Ski Buoyancy aid CE 50N
SKI buoyancy aids share the same high quality construction as the SPORT buoyancy 
aid. However, it is equipped with a three buckle closure system using 45mm webbing 
straps, instead of the standard nylon zip of the SPORT model. This coupled with extra 
side and chest buoyancy, provide the added protection required by extreme water sports 
enthusiasts.

Code.......................20331        20332         20333          20334
Buoyancy (N).............48              60               65                83
Body Weight (Kg)....30-40         40-60          60-70          >70 
Chest size (cm).......80-90         90-100       100-110     110-120

Code........................20291          20292           20293             20294
Buoyancy (N)..............45                 50                 60                   75
Body Weight (Kg).... .30-40           40-60            60-70             >70 
Chest size (cm)........85-100         90-110        100-115         115-130

BUOYANCY AIDS
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BUOYANCY AIDS

Water Skiing Hand Signals

Faster         Slower     Turn Around

Speed OK   Same 
Speed

Back to 
Dock

I’m Ok Stop

Code.......................20663       20664        20665         20666
Buoyancy (N).............75            105            114             125
Body weight (Kg)....30-50        50-70         70-90          >90 
Chest size (cm)..... .60-90       70-105       80-115       +110

Code......................20634        20635  
Buoyancy (N)............40              52 
Body weight (Kg)....<40           >40 
Chest size (cm)......80-100      90-110

Jet Pro Lifejacket CE 100N
The Jet Pro is especially designed to combine perfectly the maximum security of a 100N 
lifejacket and the comfort of a buoyancy aid. It is the ultimate lifejacket for extreme sports-
men. The Jet Pro lifejacket features high density PVC foam buoyancy of 100N for maximum 
security, durable nylon shell, high collar to support the head, retro reflective tape for high 
visibility, adjustable buckle closure system for a tighter fit and deep cut sides for maximum 
comfort. Available in four sizes and one colour combination (yellow with black).

Easy Rider Buoyancy aid CE 50N
The Easy Rider Buoyancy Aid is a basic and more economical version for water sports. It features 
durable PVC flotation foam, V-neck cut and cut sides for freedom of movement and comfort and 
adjustable three-strap closure for a secure fit. Available in two sizes and one colour (blue).

Water Skiing 
Water Skiers

As a water skier you should always:
- Be a good swimmer and wear a lifejacket and a wetsuit or drysuit 

- Check that your equipment is in good condition and replace if necessary 
- Watch the water ahead of you and stay away from solid obstacles such as boats, mooring buoys, rocks, etc. 

- Avoid falling forward, but sit down or if you fall sideways, curl yourself into a ball 
- Always leave the handle when you are falling 
- Run parallel to the shore and when returning to land, do so slowly and not fast. 
- If you fall, draw near you the skis, they will assist you to stay on the surface.

Apart from these rules, as a water skier you should never:
- Wrap the rope around parts of the body such as foot, hands or fingers 
- Ski in unknown or shallow waters or even at night 
- Ski ahead of or to the side of another boat

Jet ski 
Users

Users of Jet Ski should conform with by the following:

YOUNG PERSONS Supervision by an adult is very strong-
ly recommended when children aged under 16 are using a 

PWC. In some countries there are age restrictions on children using 
PWC’s. Local regulations must be adhered to
PRE-LAUNCH CHECKS You should always check whether the hull is 
intact and the seats / hatches are secure. Also, check that the engine 
operates efficiently, check fuel to ensure adequate fuel for your trip 
and apply  noise baffles if necessary 
SAFETY GEAR Always carry a fire extinguisher, pyrotechnics, First 
Aid kit, knife, tool kit (including spare spark plug), anchor and line, foot 
protection and check for full petrol and correct oil level
LEGAL REQUIREMENTS Always have with you insurance, registra-
tion certificate and your hull number displayed(see local regulations). 
Use only in PWC designated areas 
OFF SHORE CRUISING Always have a compass, VHF radio (hand 
held), charts and a passage  plan 
AFTER USE CHECKS Flush through the engine with fresh water and 
check that everything is secured for road transportation. Finally check 
that the light board is working

Ski Boat Driver
The Ski Boat Driver should always: 
- A competent observer should be on board at all times, whether towing 
a skier or not 
- Make sure that the observer understands water ski signals. Wait for the 
water skier’s tips above the water and then give a smooth and steady 
pull on take off 
- Turn with gradual wide arc turns 
- Return immediately to pick up the skier and always carry an extra 
lifejacket in the boat 
- Shut off your motor before taking aboard a skier 
- Be insured against third party risks 

Also, as a ski boat driver you should never: 
- Drive the boat through restricted areas or beaches with swimmers 
- Drive the boat near other boats or floating obstacles



38

BUOYANCY AIDS
SA

FE
TY

Windsurfing

On the Water
You should never sail alone. Always sail in company in case 

you need help. 

Wind & Tide
Never sail in an offshore wind, as it can be very dangerous. Offshore winds 
tend to increase in strength the further you go and will eventually take you 
away from your base should you get in trouble. Choose a beach where the 
wind is blowing cross-shore or cross-on. Avoid sailing in poor visibility, such 
as sailing at dusk and in sea mist. Finally, be very careful of the tides, as a 
strong tidal stream can also sweep you far from base.

Condition of Equipment
Before going afloat for windsurfing, you should always check your equipment 
thoroughly. First of all, check all parts of the sail board for signs of wear. You 
should ensure the deck plate is fitted securely, so the rig and board will not 
separate and always check the mast for any damage. When you rig the sail, 
you must ensure that the ropes are not frayed, if so, always replace them. 
Make sure that the ropes are cleated and tied off. After use, wash off your 
equipment with clean, fresh water. For further security, mark the board and 
the rigging with your name and telephone number using a security pen. 

Self Rescue
Undoubtably, it is better to be safe than sorry. Therefore, always be prepared 
for the worst and know how to rescue yourself without another’s help. In 
order to self-rescue, you should always carry spare rope and either a dayglo 
flag or pocket flare for attracting attention. Also, it is vital to know the inter-
national distress signal - raise and lower both arms either side of your body, 
but you should not cross them above your head. NEVER LEAVE YOUR 
BOARD, as it will help you stay on the surface and help would-be rescuers 
to notice you. Finally, it is better to attempt a self-rescue before you become 
cold or exhausted. 

The Butterfly Technique
This technique should be used under calm weather conditions. Turn the rig 
around so that the boom lies across the board and the mast points towards 
the back. Lying on your front and using your legs to keep the sail out of the 
water, start paddling, while in strong winds, roll up the sail before attempting 
the self-rescue. Only in extreme conditions and if you are in reach of the 
shore, should you leave your rig behind and paddle to shore. If you ever 
have to abandon any equipment, inform the Coastguard.

Pro Race Buoyancy aid CE 50N
The Pro Race buoyancy aid has been designed as the “ultimate” 
high performance jacket. Its compact construction is ideally suited 
for dinghy sailors, sport canoeists and windsurfers. The Pro Race 
buoyancy aid features high density soft PVC foam buoyancy, 
double sided Velcro waist straps, side entry zip and a mesh front 
pocket. Our unique double velcro waist strap makes the Pro Race 
series fully adjustable to a variety of chest size users. Available in 
three sizes and in two different colour combinations.

Code.........................20343             20344              20345
Code.........................20353             20354              20355
Buoyancy (N)...............52                   60                    62
Body Weight (Kg)......30-50             50-70                >70   
Chest size (cm)........70-120           75-130              80-140
Adjustable................ ..Yes                Yes                  Yes

Our unique double  velcro 
waist strap makes the Pro 

Race  series fully  adjustable 
to a  variety of  chest  size 

users

The “Pro Race” buoyancy aid gives you safety and  
freedom of movements, while Kevlar and Amara 
gloves offer you protection while at sea.
For more information on the gloves turn to page 19

Pro race buoyancy aid has 
elastic band shoulders, 

designed to fit younger users 
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Canoeing / Kayaking
Before you leave

Before you start your trip you should always inform a responsible person on shore or the Coastguard of your passage plans. First of all, you should give the number of persons involved, the 
name of the center or organization and the area of the operation. Also, the number of canoes / kayaks as well as their types (singles, doubles, etc.) should be  specified. Remember to inform 

the Costguard of the start and finish points, along with your ETA. Immediately notify the responsible person or the Coastguard of any change in your passage plans as well as, the revised time the 
activity is scheduled to be completed.

Be prepared:
You should always have the proper equipment when going afloat. This equipment includes a suitable paddle and spares, adequate spare clothing, buoyancy aids or life jackets, a spray cover fitted with a 
release strap and a safety helmet.. Additionally, an accurate compass,  an updated chart, First Aid and repair kits  plus distress flares are equipment that should always be carried.
It is suggested that you carry a waterproof container for all necessary equipment, while for longer trips you should take with you emergency food, means of providing a hot drink as well as an exposure 
bag(TPA). Apart from the above equipment, canoeists and kayakers should follow some basic rules. First of all, the canoe or kayak should have maximum buoyancy at both ends. Grabs and toggles should be 
fitted at each end, as they provide suitable holding areas  in case of rescue. Also, the deck lines must be taut and not foul other areas. Lastly, for safety and identification, it is suggested that the canoe / kayak 
is painted in a bright colour,and the name and address of the owners organisation is clearly marked inside the cockpit.
On the Water
Follow the plan given to your shore agent 
Don’t canoe or kayak on your own. It is recommended to have at least three people in  company 
In case of emergency stay with your craft 
Always have a waterproofed VHF radio with you 
It is better to use a combination of safety equipment than to  rely on just one method

BUOYANCY AIDS

The Adventurer buoyancy aid can be used in  combination with the canoe-kayak paddle (50280), 
even if they are not of the same class. For more information on paddles, turn to page 114

Adventurer  Buoyancy  aid CE  50N
The Adventurer is a pull over buoyancy aid especially designed for use in a canoe or kayak. It is made of durable nylon shell on the outside and high-
density soft foam on the inside. The Adventurer features seven adjustable straps (two elasticized shoulder straps, four side straps and one waist strap 
with twin buckles) to ensure the optimal fit and recessed strap channels to increase strap security. Additional features designed for maximum comfort 
and freedom of movement are the deep cut neck and arm line and the short waist. The Adventurer is available in four sizes and one colour (red).

Race Buoyancy aid CE 50N
The Race buoyancy aid is a basic and more economical version of our Pro Race. It is made of durable nylon shell and it features an adjustable waist 
strap which ensures a tight fit. This “pull over” buoyancy aid complies with all the latest European standards and it is available in blue and in three 
different sizes. The design and economic price make this buoyancy aid an ideal choice for sailing schools.

Code........................20673       20674        20675         20676
Buoyancy (N)..............50             55              70                80
Body weight (Kg)......30-50        50-60         60-70          >70 
Chest Size  (cm)......65-105      70-115       75-120        80-130

Code............................20303        20304        20305
Buoyancy (N)..................47             57               63
Body weight  (Kg)........30-40        40-60           >60 
Chest Size (cm)..........70-120      75-130        80-140
Adjustable......................Yes           No               No



40

BUOYANCY AIDS
SA

FE
TY

Dinghy Sailing 
Recovery of a Dinghy

Sailing dinghies often capsize. Therefore, it is vital that the helm and crew should always know how to right it.

1. The helmsman and crew should 
check whether the rudder is 
secure. Using the mainsheet as 
a lifeline, the helmsman should 
swim around  the outside of the 
boat to the  centerboard

2. The crew should check 
whether the centreboard is down, 
while the helmsman shoult hold 
on to it to prevent the dinghy from 
inverting

3. The crew should 
throw the jib sheet 
over to the helmsman

4. The crew should 
lie in the floating hull 

5. The helmsman then 
climbs onto the centre-
board and leans back 
holding onto the jib sheet

6. As the dinghy returns 
to its upright position, the 
crew is scooped in and 
then helps the helmsman 
back on board

Sport plus Buoyancy aid CE 50N
The Sport PLUS Buoyancy Aid retains all the proven technology incorporated in the origi-
nal ‘Sport’ buoyancy aid and combines it with new and enhanced features. These include a 
super soft PVC foam core which offers a new level of comfort and buoyancy, dual webbing 
fasteners for total safety and an improved softer nylon outer shell. Again approved to the 
latest European standards for 50 newton buoyancy aids the Sport PLUS is offered in two 
colour options and five sizes.

Sport Buoyancy aid CE 50N
SPORT buoyancy aids are designed to provide extra buoyancy for competent swimmers 
in sheltered waters, where help is close at hand. Deep cut sides, nylon zip, 45mm web-
bing and dual ties make for a snug fit. This easy-to-swim-in jacket complies with the latest 
European standards and is available in five sizes with two colour options. The SPORT 
buoyancy aid provides real time safety for the pro-active water-sporter.

Code.......................20311         20312         20313         20314         20315
Code.......................20321         20322         20323         20324         20325
Buoyancy (N)............37               48                51               73               75        
Body weight (Kg)....30-40          40-60          60-70          >70              >80     
Chest size (cm).......65-95         80-110        80-120       90-130        95-140

Code.........................20271         20272         20273         20274         20275
Code.........................20281         20282         20283         20284         20285
Buoyancy (N)...............40               50                55               70               85        
Body weight (Kg).......30-40          40-60          60-70          >70            >90     
Chest size (cm)..........65-85         75-105        85-115        90-125     100-135
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ADULT LIFEJACKETS

Use
100 Newton lifejackets are intended for use in 

semi-protected waters. Unlike buoyancy aids these 
lifejackets can be used also by non-swimmers. Given 

their importance as a lifesaving appliance, when de-
signing 100Newton lifejackets, more emphasis is given 

on the safety aspect and less on the aesthetic result. Their colour 
varies between yellow and red and they have retro reflective tapes 
in order to be clearly visible from a distance. What you should al-
ways bare in mind is that 100 Newton lifejackets are not suitable 
for use offshore. If such are the waters you intend to travel on, 150 
Newton lifejackets are more suitable, as they are designed espe-
cially for this reason. 
Instructions of Use
100 Newton lifejackets can be either jackets or belts. If it is a life-
jacket you wear it over the shoulders, zip it and you fasten the 
straps. If it is a lifebelt, you wear it headfirst through the relevant cut 
and fasten the strap around your waist. Always fasten the straps so 
as to have a good fit but without being too tight. 
Maintenance / Replacement
While at sea the lifejacket is your closest friend and you must take 
care of it properly to stay with you for a long time. For this reason, 
always avoid extreme temperatures, flame and any sharp surfaces. 
Also after each use, you should wash it with clear lukewarm water.
Always keep in mind that you must maintain your buoyancy aid in 
good condition and always wear it while at sea, as it will be proved 
valuable to you when you need it. Lalizas products are manufac-
tured following the highest construction standards, so that they are 
durable and effective when needed. However if you do not use or 
maintain it properly, one or more of the following may occur and 
therefore you will need to immediately replace your lifejacket.
The seams on the shoulders, on the side or the straps 
are worn out. 
- The straps have tears 
- The clips are broken 
- The outer shell of the buoyancy aid is torn or has cuts
- You must always keep your lifejacket in good condition and 
  always wear it while at sea, as it will be proved to be priceless at 
  time of an emergency.

Sail Cruising 
Before You Put To Sea

Before you set sail, it is very important that you 
follow the guidelines below:

1. Inform the crew about the type, location and use of all 
safety equipment on board.

Every person on board should know where to find and how 
to use:
- Safety harnesses and Lifejackets 
- Pyrotechnics & Fire Extinguishers 
- Liferaft
- VHF Radio (It is important that everyone knows how to send and 
receive a radio distress message)
2. When you plan your trip, take into account:
- Weather forecast 
- Tidal streams and heights 
- Any harbours of refuge along the route 
- You should explain the sail plan to the crew informing them about 
all of the above
3. Store all your equipment securely 
4. Check the oil and water levels, carry out a test run of the engine. 
Also, have on board a spare water pump impeller, spare fuel/oil 
filters, and a spare fan belt. Keep spare oil and fuel in separate 
tanks from the main
5. Before you set sail, check whether you have enough fuel, water, 
food and gas for the trip
At Sea
1. Always wear life jackets and use safety harnesses to avoid 
falling overboard
2. Learn man overboard recovery methods. Practice them 
frequently
3. Be informed about the weather and make the necessary 
changes to your plans
4. If it is windy, reef early- before leaving harbour if possible
5. Keep a good all-round lookout and regularly up date the chart 
with your position
6. Keep the boat tidy and check for any damage
7. If the crew shows signs of cold or seasickness, keep them warm 
and comfortable

Adult Lifejacket CE 100 N
100 Newton lifejackets reduce the risk of drowning for swimmers and 
non-swimmers in sheltered waters in most conditions. Specifically de-
signed to turn the unconscious user face up and support the head. Avail-
able in four adult sizes, these lifejackets have a 45mm webbing waist 
strap, nylon zip, dual ties, whistle and 30mm webbing crotch strap with 
an ‘easy thread’ buckle. The segmented collar design allows the collar 
to support the head in the water but to lie out of the way when the jacket 
is in normal use.

Lifebelt CE 100N
100 Newton CE approved lifejackets. Single waist strap, retroreflective 
tape and a SOLAS approved whistle are combined with solid P.E. buoy-
ancy to form a competitive, high specification lifejacket.

For better storage of your boat’s safety equipment 
use the Lifejacket Storage bag. For more informa-
tion turn to page 44

Code........................20043       20044      20045      20046
Buoyancy (N)..............75            105          114           125
Body weight (Kg)......30-50        50-70      70-90        >90 
Chest size (cm).........60-90       70-105    80-115     +110

Code..........................20067       20069
Buoyancy (N)................60            105 
Body weight (Kg).........0-50         >50 
Chest size (cm).............85            125
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JUNIOR LIFEJACKETS

Nemo child’s lifejacket can be used in perfect 
combination with the inshore sailing jacket and 
trousers for children. For more information on the 
inshore sailing jacket and trousers for  children, 
turn to page 12

Child’s Lifejacket NEMO CE 100N
NEMO lifejacket provides a good fit and maximum safety. 
A large flotation collar supports the child’s head and has a 
built-in-grab strap to aid recovery. An adjustable waist belt 
and a crotch strap keep the vest securely in place whilst in 
the water. It is available in two colours, orange and yellow. 
This NEMO lifejacket is approved to European Standards.

Code.......................20694         20695         20696
Code.......................20697         20698         20699
Buoyancy (N).............38               42                55    
Body weight (Kg)......0-10           10-20          20-30
Chest size (cm).......40-60           45-70         50-80

Child’s Life Jackets CE 100N
100 Newton child’s lifejacket reduces the risk of drowning for children swimmers and non-swimmers in sheltered 
waters in most conditions. Specifically designed to turn the unconscious child face up and support the head. Avail-
able in three sizes and one colour combination.

Code......................20030          20031         20032 
Buoyancy (N)............35               55                65    
Body weight (Kg).....0-10            0-20           20-40
Chest size (cm)......40-60           45-70          50-80

Pet Retriever Buoyancy Aid & Harness
Keep your pet safe on board with the Lalizas Pet Retriever Buoyancy aid and Harness. The Lalizas Pet Retriever features a foam construction buoyancy aid and 
strong lifting loop to enable you to retrieve your pet. Suitable for both dogs and cats. Available in four sizes from extra small to large.   

Code..................................................20020       20021       20022       20023
Weight (Kg)........................................  < 8           8-15         15-40        > 40
Chest circumference min-max (cm)...25-48        30-60        43-84        46-95  



43

SA
FE

TY

SOLAS

The regulations
SOLAS lifejackets come under the Directive 96/98/EC of the European Union, which refers to the obligatory marine equipment in EU vessels. In addition to the lifejackets, this regulation also 

includes all types of personal saving appliances that are necessary on community ships. The lifejackets of this category are approved to the SOLAS (Safety Of Life At Sea) regulation and should 
always bear the relevant certification, in which case it is the steering wheel mark. SOLAS lifejackets can save a person’s life anywhere and irrespective of the weather conditions. Therefore, the 

tests that these lifejackets should pass are much more demanding and hard. More emphasis is given on their effectiveness as lifesaving appliances and less in the aesthetic aspect. 
General characteristics. 
The colour of the SOLAS lifejackets is always orange and it has been standardised, since it is visible under all weather conditions. Furthermore, they should have retro reflective tapes, which are visible 
from a long distance. 
Use
In most cases the SOLAS lifejackets are not purchased by the end user from a shop. The owner of the vessel is required to equip the vessel with it and place it on a point that is easily accessible should the 
worst happen. SOLAS lifejackets are not as comfortable as 100Newton lifejackets or buoyancy aids. As they are not worn at all times but rather only when needed, SOLAS lifejackets are able to keep the 
wearer afloat even an unconscious or heavy person under very bad weather conditions. 
Instructions of Use
Most SOLAS lifejackets are in the form of lifebelt. In case you need to wear it, headfirst and fasten the straps around the waist. Always fasten the straps, so as to have a good fit but without being too tight 
or too loose. Pay attention that the side with the retro reflective tapes is on top. 
Maintenance / Replacement
It is the shipping companies responsibility to maintain in good condition all the lifejackets. The replacement of the SOLAS lifejackets is to the satisfaction of the surveyors of the National Marine Administration 
or the Classification Society.

SOLAS Folding Lifejacket 
This lifejacket is designed especially for 
ships where storage space is limited. Its 
folding feature makes it ideal for use on 
High Speed crafts where lifejacket have to 
be placed under the seat. Complies with the 
SOLAS L.S.A. Code and MSC.81(70). The 
Folding Adult’s Lifejacket can be combined 
with Lalizas Lifejacket Lights.

Code.......70289

Dimensions are in cm

SOLAS Lifejackets may be combined with SOLAS Lifejacket Lights.
More information on the lights, turn to page 44.

* The CE           approval certificate replaces all  the  National approval certificates of European 
committee member states (D.O.T - U.K etc ).
* L.S.A Code (Life-Saving-Appliances Code) latest amendment of Chapter ΙΙI of SOLAS  in force 
since June 1998.

                          Child  “Poseidon”         Adult
Code.....................    70167                  70169
Buoyancy (N)........       75                      150 
Body Weight (Kg)..     0-32                     >32

Dimensions are in cm
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SOLAS Lifejackets  
(L.S.A. Code)
Primarily aimed at the commercial market these cost 
efficient lifejackets have been accredited with CE 
approval certificates by Bureau Veritas. Available in 
child and adult sizes, with or without light.

Code.......70280

Lifejacket Flashing Light “Safelite” 
Water Activated - L.S.A.Code


